Maestro2

Robotic 3D Optical Coherence Tomography

with True Color Fundus Camera

Simple Capture,
Sophisticated Analyses,
Clinical Workhorse

OCTA &
Pixelsmart™
AVAILABLE
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High-Definition Line Scans —
and Now High-Definition 3D Scans,

Improved with PixelSmart"
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Comprehensive Reports
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Guidance for Diagnosis

Reports | Retina

Reports | Glaucoma
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Key Features

PixelSmart’ Peripheral Fundus Photography

Anterior Segment OCT

Anterior Segment OCT




Maestro2 Specifications

Observation & photography of the fundus

Type of photography

Picture angle for photography

Op=rating distance

Cclor, Red-freg o & IR W= 2

45°+ 5% or less
30° or equivalent (digital zoom)

34.8 £ 0Imm twhen taking a picture of fundus)

Photegraphable diametsr of pupil

a4 0mm or more : When small pupil dizphragm is not used
@3.3mrm or more  When small pupil diaphragm is used

Observation & photographing of the fundus tomogram

Scan range (on fundus)

3 - 12mm +5% or less
3 - Brmm £5% or less

Honzonta direction
Vertical direction

OCT scan pattams

3D Wide, 3D Disc, 3D Maculz, Line 5-Lire Cross

QCTA scan size

Gx Bmm. 4.5 x.4.5mm, 3 x 3mm

Scan speed

50000 A-Scans per second

Lateral resolution

In-depth resclution

20pm or less

Gum or less
Pixel spacing: 2.6um 2%

Pheotographable diametar of pupil

22.5mm ar more

Observation & photographing of anterior segment

Typeof photography

Operating distance

Color & IR*

i
s

Observation & photographing of the anterior segment tomogram

Operating distance

Scan range (on comea) e ®

Scan patiem

Scan speed

62.6 £0.Imm (when taking a picture of antenor segrment™e =)

3-6mm = 5% or less
3-6mm = 5% orless

Horizonta direction
Vertical direction

Line Anterior Seg, Radial Anterior Seg

50,000 A-Scans per second

Electric rating / Dimensions & weight

Source voltage

ACI00 - 240V 50-60Hz

Power input 70 -150VA
Dmensons 13119 inches (W) x 21-27 inches (D) x 20-29 inches (H) /
340 - 480 mm (W) % 543 - 6880 mm (D) x 500 - 735 mm (H)
Weight 55 Ibs / 25kg

e condition
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